
HTTURB

The turbidity, or cloudiness, of a sample is 
often considered to be an excellent first line 
assessment of water quality. The HTTurb 
portable turbidity meter is a simple to use 
method to identify water turbidity accurately 
and immediately at source.

High turbidity levels can be directly linked to higher risks of 
gastro-intestinal diseases due to the suspended particles 
acting as substrate on which to grow, and interfering with 
chlorine disinfection. In addition, these solids in the water 
can also protect bacteria from UV water sterilisation.
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Small and lightweight portable turbidity meter

TECHNICAL SPECIFICATIONS

Display 	Є Backlit LCD Display
Optics 	Є LED with temperature compensation (860nm)

	Є Photosensor amplifier

	Є Infra Red light
Keypad 	Є Soft key button system

	Є Splashproof membrane
Power 	Є 9 V cell
Auto Off 	Є Yes
Memory 	Є Internal Storage for 16 data sets
Range 	Є 0.01 – 1100 NTU
Resolution 	Є 0.01 – 9.99 = 0.01 NTU

	Є 10.0 – 99.9 = 0.1 NTU

	Є 100 – 1100 = 1 NTU
Accuracy 	Є +/- 2.5% or +/- 0.01 NTU (0-500 NTU range)

	Є +/- 5% (500-1100 NTU range)
Dimensions mm 	Є 180 x 85 x 70
Weight Kg 	Є 0.3
Approvals 	Є CE Conformity, EN ISO 7027 (by virtue of the NTU measurement)

DESCRIPTION PRODUCT CODE
HydroTest® portable turbidity meter, including

	Є Set of turbidity standards
	Є 24 mm sample vials
	Є Sample chamber lid
	Є Vial cleaning cloth
	Є Vial cleaning brush
	Є Robust carry case

WT13-400	

24 mm sample vials (pack of 5 vials) WT13-450	
Turbidity standard set WT13-452	
Sample chamber lid (spare) WT13-454	
Vial cleaning cloths (pack of 10) WT13-456	
Vial cleaning brush WT13-458	
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